
EKSKLUSIVE
BRANDS
Vores eksklusive brands tilbyder den nyeste teknologi til bolig- og 
erhvervsinstallationer i henhold til de højeste industristandarder.
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ADI’s eksklusive brands

ADI’s eksklusive mærker er altid tilgængelige på lager 
og tilbyder en bred vifte af brancheførende produkter, 
der understøtter enhver installation. Vores produkter 
giver exceptionel værdi og produktsupport, opfylder 
de højeste industristandarder og bakkes op af
konkurrencedygtige garantier.
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Alle vores Capture by ADI-monitorer, 
kameraer og NVR’er er nøje udvalgt til 
at levere høj kvalitet og værdi. Vores 

eksklusive brand tilbyder toppræstation 
i små og mellemstore bolig- og 

erhvervsejendomme.

AVARRO AV-løsninger giver professionel 
ydeevne og er designet til de mest krævende 

opgaver. Vi tilbyder overlegen kvalitet 
og support til private og kommercielle 
installationer for at sikre en problemfri 

oplevelse.

Camera 
Accessories

Digital Displays

NVRs

IP Cameras Display Mounts HDMI Cables HDMI Splitters 
& Extenders

ADI’s eksklusive brands

Vores ABDL-paneler i Norden 
vil fortsat være tilgængelige 
under varemærket W Box.

ABDL-paneler

https://www.adiglobal.dk/Catalog/Brands/capture?attributes=0e33b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/avarro?attributes=4e33b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/avarro?attributes=42fe3ca6-8322-4ba8-b9ff-af4a0184ecf3
https://www.adiglobal.dk/Catalog/Brands/avarro?attributes=21f19813-961f-478c-ad06-af54003732f1,2c0cbfb4-2be7-4269-bd0e-af4a0184ef8f,95a230c5-e35a-4729-97c1-af4a0184ef06
https://www.adiglobal.dk/search?criteria=abdl
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UltraTech by ADI er holdbare og pålidelige
batterier og strømforsyninger, der kan 
forsyne alarmsystemer i industri- og 

boligsektoren.

ADI PRO-produkter er designet til 
professionelle og dækker en bred vifte af 

kategorier af kabelløsninger, værktøj, 
indtrængen, indbrud, brand og

adgangskontrol. Vi leverer kvalitet, du kan 
stole på, så arbejdet bliver gjort rigtigt.

Wire & Cable Tools & Hardware

Fire Access Control Intrusion

SLA Batteries Alkaline & Lithium 
Batteries

Network Switches Power Supplies

Din partner til totalløsninger

https://www.adiglobal.dk/Catalog/Brands/adi-pro?attributes=1233b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/adi-pro?attributes=0f33b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/adi-pro?attributes=1133b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/adi-pro?attributes=0d33b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/adi-pro?attributes=1433b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/ultratech1?attributes=2033b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/ultratech1?attributes=2033b344-1d62-ed11-b057-000d3adacfa2
https://www.adiglobal.dk/Catalog/Brands/ultratech1?attributes=fb7f013f-7237-4fbd-9fec-afd8003b6a54
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DAY & NIGHT
Dag- og natkameraer, der
automatisk justerer fra 
farvebilleder om dagen,
til sort/hvid-billeder om 
natten eller i situationer, hvor 
der er minimalt eller intet 
omgivende lys.

5MP IP
5MP med en opløsning på 
2608x1960 pixels. Giver et klart og 
skarpt billede. 

POE / 12VDC
Hvert kamera har PoE- og 12VDC-
strømforsyningsmuligheder. PoE-funktionen muliggør 
nem plug-and-play-forbindelse til NVR’erne i
Capture by ADI-serien.

INDBYGGET MIKROFON
Muliggør samtidig video- og 
lydstreaming over netværket til en 
NVR eller computer. 

5MP

CAP5R4052A

3 ÅRS GARANTI
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IP66
IP66 giver høj beskyttelse mod 
støv og fugt.  IP66-klassificerede 
kameraer kan installeres 
udendørs uden at bekymre sig 
om skader fra vejr og vind.

30M IR
Indbyggede IR (infrarøde) lysdioder til 
billeder i høj kvalitet om natten.

SD CARD SLOT
Understøtter op til 256 GB 
Micro SD/SDHC/SDXC til lokal 
optagelse. 

ANVENDELSESOMRÅDER
Dette kamera er et ideelt valg til mange 
forskellige områder, fra kommercielle 
installationer til private boliger.

IP66

30M
IR

SD

CAP5R4052A

Fremstillet i Taiwan
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1  |  Kameraer og NVR’er

5MP Bullet IP Camera
L Shaped Wall

Weatherproof 
Back Box

Pole Mount Adaptor 
for BTD04W

CAP5R9152A
CAPBTD04W

CAPBCR06W

CAPBTR08W

• 2.8mm, 30M IR  

• Built in MIC, SD Card Slot

5MP Turret IP Camera

CAP5R4052A

• 2.8mm, 30M IR  

• Built in MIC, SD Card Slot

Capture by ADI-serien indeholder
alle de komponenter, der skal til for
at skabe en sikker vervågningsløsning.

Vælg mellem kameraer med fast linse, varifokal 
linse eller motoriseret zoom sammen med 
NVR’er, der passer til de fleste installationer - 
fås med 4, 8 eller 16 kanaler.

Kombiner
CAPBTD04W/CAPBCR06W

med CAPBTR08W for en
enkel løsning til mastemontering.

Fixed Lens

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

Junction Box

CAPETD01W  

• Fits CAP5R4052A, 
CAP5R9152A, 
CAP5R9252AX

Junction Box

CAPETD03W  

• CAP5R4152AX, 
CAP5R9252AX

Junction Box

CAPBCR05W  

• CAP5R8952X3
Junction Box

CAPBCR07W  

• CAP5R6452X3, 
CAP5R6552X

Junction Box

CAPETD09W  

• CAP5R6452X3, 
CAP5R6552X

https://www.adiglobal.dk/Product/CAP5R9152A
https://www.adiglobal.dk/Product/CAPBTD04W
https://www.adiglobal.dk/Product/CAPBCR06W
https://www.adiglobal.dk/Product/CAPBTR08W
https://www.adiglobal.dk/Product/CAP5R4052A
https://www.adiglobaldistribution.co.uk/Catalog/shop-brands/capture
https://www.adiglobal.dk/Product/CAPETD01W
https://www.adiglobal.dk/Product/CAPETD03W
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1  |  Kameraer og NVR’er

5MP Bullet IP Camera

CAP5R9252AX

• 2.8-12mm, 45M IR  
• 2 Way Audio Path 
• Additional MIC & speaker required
• SD Card Slot

5MP Dome IP Camera

NVR 4 Channel PoE NVR

CAP5R6452X3

CAPNVR3104E

• 2.8-8mm, 30M IR  
• Auto Zoom / Focus

• SD Card Slot

• 4 channel, 4 PoE 

• Max 10TB HDD 

• 120FPS

• 65W

5MP Turret IP Camera

NVR 8 Channel PoE NVR

CAP5R6552X

CAPNVR3108E

• 2.8-8mm, 30M IR  
• Auto Zoom / Focus

• 8 channel, 8 PoE 

• Max 10TB HDD 

• 240FPS

• 96W

5MP Turret IP Camera

CAP5R4152AX

• 2.8-12mm, 45M IR  
• 2 Way Audio Path 
• Additional MIC & speaker required 
• SD Card Slot

5MP Dome IP Camera

CAP5R4252AX

• 2.8-12mm, 45M IR  
• 2 Way Audio Path 
• Additional MIC & speaker required 
• SD Card Slot

5MP Bullet IP Camera

NVR 16 Channel PoE NVRCAP5R8952X3

CAPNVR3116E

• 2.8-8mm, 30M IR  
• Auto Zoom / Focus
• SD Card Slot

• 16 channel, 16 PoE 

• Max 10TB HDD 

• 480FPS

• 195W

Vores PoE-integrerede NVR’er 

giver en omkostningseffektiv og 

praktisk løsning til installationer 

- med både optagelse og 

strømforsyning i en enkelt enhed, 

hvilket eliminerer behovet for 

yderligere PoE-switche.

Varifocal Lens Motorized Zoom Lens

3 ÅRS GARANTI

https://www.adiglobal.dk/Product/CAP5R4152AX
https://www.adiglobal.dk/Product/CAP5R4252AX
https://www.adiglobal.dk/Product/CAPNVR3104E
https://www.adiglobal.dk/Product/CAP5R6452X3
https://www.adiglobal.dk/Product/CAP5R8952X3
https://www.adiglobal.dk/Product/CAPNVR3104E
https://www.adiglobal.dk/Product/CAPNVR3108E
https://www.adiglobal.dk/Product/CAPNVR3116E
https://www.adiglobal.dk/Product/CAP5R9252AX
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2  |  Skærme og displays

18.5’’ HD LED Monitor

WBXMP19

• 18.5’’ HD ELED screen 

• 1366 x 768 screen resolution  

• Designed specifically for 24/7 monitoring 

• HDMI, VGA & Audio Inputs

• Weight: 2.6kg

Full HD LED
overvågningsskærme

Oplev Full HD 
sikkerhedsovervågning. 

Alle Capture-skærme leveres med
3 års producentgaranti som
standard.

21.5’’ HD LED Monitor

WBXMP22

• 21.5’’ HD ELED screen 

• 1920 x 1080 screen resolution  

• Designed specifically for 24/7 monitoring

• HDMI, VGA & Audio Inputs

• Weight 3.6kg

3 ÅRS GARANTI

19.5’’ Full HD LED Monitor

WBXML20

• 19.5’’ HD ELED screen 

• 1920 x 1080P screen resolution  

• Designed specifically for 24/7 monitoring

• BNC, HDMI, VGA & Audio inputs

• Weight 2.8kg

https://www.adiglobal.dk/Product/WBXMP19
https://www.adiglobal.dk/Product/WBXML22
https://www.adiglobal.dk/Product/WBXMP22
https://www.adiglobal.dk/Product/WBXML20
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2  |  Skærme og displays

21.5’’ Full HD LED Monitor 

WBXML22

• 21.5’’ HD ELED screen 

• 1920 x 1080P screen resolution  

• Designed specifically for 24/7 monitoring

• BNC, HDMI, VGA & Audio inputs

• Weight 3.4kg

23.5’’ Full HD LED Monitor 

WBXML24

• 23.5’’ HD ELED screen 

• 1920 x 1080P screen resolution  

• Designed specifically for 24/7 monitoring

• BNC, HDMI, VGA & Audio inputs

• Weight 4kg

32’’ Full HD LED Monitor

WBXML32

• 31.5’’ HD ELED screen 

• 1920 x 1080P screen resolution  

• Designed specifically for 24/7 monitoring 

• BNC, HDMI, VGA & Audio inputs

• Weight 10.3kg

WBXHDMI01 1m   

WBXHDMI02 2m    

WBXHDMI03 3m    

WBXHDMI05 5m

WBXHDMI10 10m     

Interconnect HDMI high speed cable

• HDMI to HDMI cable

• V1.4, 30AWG, 4K, 30Hz

• Gold plated

• Black

HDMI V1.4 Cables suitable for Capture by ADI 24/7
security monitors

4K 30Hz 4K 60Hz

Interconnect HDMI high speed cable

• HDMI to HDMI cable

• V2.0, 30AWG, 4K, 60Hz, UHD

• Gold plated

• Black

WBXHDMI01V2   1m  

WBXHDMI02V2   2m   

WBXHDMI03V2   3m  

WBXHDMI05V2   5m  

WBXHDMI10V2   10m

WBXHDMI15V2   15m   

HDMI V2.0-kabler egnet til Capture by ADI
24/7 sikkerhedsmonitorer

HDMI-kabler

https://www.adiglobal.dk/Product/WBXML22
https://www.adiglobal.dk/Product/WBXML24
https://www.adiglobal.dk/Product/WBXML32
https://www.adiglobal.dk/Product/WBXHDMI01
https://www.adiglobal.dk/Product/WBXHDMI02
https://www.adiglobal.dk/Product/WBXHDMI03
https://www.adiglobal.dk/Product/WBXHDMI05
https://www.adiglobal.dk/Product/WBXHDMI10
https://www.adiglobal.dk/Product/WBXHDMI01
https://www.adiglobal.dk/Product/WBXHDMI01V2
https://www.adiglobal.dk/Product/WBXHDMI02V2
https://www.adiglobal.dk/Product/WBXHDMI03V2
https://www.adiglobal.dk/Product/WBXHDMI05V2
https://www.adiglobal.dk/Product/WBXHDMI10V2
https://www.adiglobal.dk/Product/WBXHDMI15V2
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2  |  Skærme og displays

4K UHD-skærme

Oplev ægte 4K
sikkerhedsovervågning

Alle Capture-skærme leveres med
3 års producentgaranti som
standard.

4K
ULTRA HD

4K 43’’ LED Monitor

WBXML4K43

• 43’’ UHD 4K LED screen 

• 3840 x 2160 screen resolution  

• Designed specifically for 24/7 monitoring

• HDMI, USB, VGA, DVI, BNC & Audio Inputs

• Weight 11kg

4K 28’’ LED Monitor

WBXML4K28

• 28.5’’ 4K UHD ELED screen 

• 3840 x 2160 screen resolution  

• Designed specifically for 24/7 monitoring

• HDMI, USB, VGA, DVI, BNC & Audio Inputs

• Weight 8.7kg

3 ÅRS GARANTI

https://www.adiglobal.dk/Product/WBXML4K43
https://www.adiglobal.dk/Product/WBXML4K28
https://www.adiglobal.dk/Product/WBXML4K55
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2  |  Skærme og displays

4K 49’’ LED Monitor

4K 55’’ LED Monitor

WBXML4K49

WBXML4K55

• 49’’ UHD 4K LED screen 

• 3840 x 2160 screen resolution  

• Designed specifically for 24/7 monitoring

• HDMI, USB, VGA, DVI, BNC & Audio Inputs

• Weight 14.5kg

• 55’’ UHD 4K LED screen 

• 3840 x 2160 screen resolution  

• Designed specifically for 24/7 monitoring

• HDMI, USB, VGA, DVI, BNC & Audio Inputs

• Weight 19.2kg

WBXMLTEST

• Supports Analogue

  IPC(H.264/ H.265/ 4K), AHD 3.0, TVI 3.0,CVI 3.0 Camera

• Step by step IPC test, quickly locate failure

• ONVIF highly compatible

• Ergonomic design, single hand operation

• Real time operation prompt

• 12V/1A power output

• Dual 100M network port, capable of detecting packet lost, monitoring 

network flow

• TDR RJ45 Cable Test

• 4.0 inch all viewing angle display, 800X480 resolution, 16.7M colour

• Swing keyboard input, QWERTY

• Changeable Li-polymer battery; battery working time 5 hours

• Rubberised Protective Casing

• Dual LED torch

Test Monitor

Spare Battery for Test Monitor WBXMLTEST

WBXMLTBAT

1 ÅR GARANTI

https://www.adiglobal.dk/Product/WBXML4K49
https://www.adiglobal.dk/Product/WBXML4K55
https://www.adiglobal.dk/Product/WBXMLTEST
https://www.adiglobal.dk/Product/WBXMLTBAT
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2  |  Monitorbeslag & Skærme og displays 

Monitor Bracket 13-30” Tilt 
100*100

Monitor Bracket 13”-32” 
Swivel  Single Tilt 100*100

Monitor Bracket 13”-42” Swivel  
Double Tilt 200*200

WBXMB1330TM

WBXMB1332TSS

WBXMB1342TSD

• Wall mount monitor bracket

• Tilt only action

• Tilt: 0 to -12 degree

• Vesa mount: 100x100mm (max)

• Load capacity: 15kg (max)

• Black

• Wall mount monitor bracket

• Single arm tilt and swivel

• Tilt: +15 to -15 degree

• Vesa mount: 200x200mm (Max)

• Load capacity: 25kg (Max)

• Black

• Wall mount monitor bracket

• Double arm tilt and swivel

• Tilt: +15 to -15 degree

• Vesa mount: 200x200mm (Max)

• Load capacity: 25kg (Max)

• Black

Monitor Bracket 32”-65”
Tilt 400*400

WBXMB3265TM

• Wall mount monitor bracket

• Monitor size Up to 65”

• Tilt: +8 to -12 degree

• Vesa mount: 400x400mm (Max)

• Load capacity: 50 kg (Max)

• Black

HDMI Cables - 4K 60Hz UHD

WBXHDMI01   1m   

WBXHDMI02   2m    

WBXHDMI03   3m    

WBXHDMI05   5m    

WBXHDMI10   10m     

Interconnect HDMI high speed cable

Interconnect HDMI high speed cable

• HDMI to HDMI cable

• V1.4, 30AWG, 4K, 30Hz

• Gold plated

• Black

• HDMI to HDMI cable

• V2.0, 30AWG, 4K, 60Hz, UHD

• Gold plated

• Black

WBXHDMI01V2   1m  

WBXHDMI02V2   2m   

WBXHDMI03V2   3m  

WBXHDMI05V2   5m  

WBXHDMI10V2   10m  

WBXHDMI15V2   15m   

HDMI V2.0 Cables suitable for Capture by ADI 
24/7 security monitors

HDMI V1.4 Cables suitable for Capture by ADI 
24/7 security monitors

HDMI Cables - 4K 30Hz

BEGRÆNSET LIVSTIDSGARANTIBEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXMB1330TM
https://www.adiglobal.dk/Product/WBXMB3265TM
https://www.adiglobal.dk/Product/WBXMB1332TSS
https://www.adiglobal.dk/Product/WBXMB1342TSD
https://www.adiglobal.dk/Product/WBXHDMI01
https://www.adiglobal.dk/Product/WBXHDMI02
https://www.adiglobal.dk/Product/WBXHDMI03
https://www.adiglobal.dk/Product/WBXHDMI05
https://www.adiglobal.dk/Product/WBXHDMI10
https://www.adiglobal.dk/Product/WBXHDMI01V2
https://www.adiglobal.dk/Product/WBXHDMI01
https://www.adiglobal.dk/Product/WBXHDMI01V2
https://www.adiglobal.dk/Product/WBXHDMI02V2
https://www.adiglobal.dk/Product/WBXHDMI03V2
https://www.adiglobal.dk/Product/WBXHDMI05V2
https://www.adiglobal.dk/Product/WBXHDMI10V2
https://www.adiglobal.dk/Product/WBXHDMI15V2
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3  |  Audio/video til hjemmet

100m USB Extender Display port to HDMI Converter

WBXUSBE1 WBXDPHDMI4

• Compliant with USB 2.0 specification in short distance(<10meters);

• Provides support for any full-speed (12 Mb/s) or low-speed 

(1.5 Mb/s) USB device

• Some low power low-speed USB devices can work 

with cable up 200 meters.

• Embedded USB 1.1 Transceivers prevents signal loss;

• Downstream connector: Female, Type “B”, USB Approved Connector

• Up stream connector: Male,Type “A”, USB Approved Connect.

• V1.4b output compatible

• Compatible with HDTV, Display, Monitor, Projector and the other 

peripherals with HDMI Interface

• HDMI supports Ultra - HD output and the maximum resolution of up 

to 4k * 2k (3840 * 2160 @ 30Hz)

• Powered by display port source

• Easy to use, support plug & play with compact design

60m HDMI Extender

WBXHDME6IR

• Support HDMI 1.4a

• Support 3D

• Support highest video resolution 1080p/60Hz

• Support 1.65Gbps data rate and tmds clock up to 165MHz

• Support 8/10/12 bit deep color

• Support AWG26 HDMI standard cable, input up to 15m, output up to 20m

• Signal transmission: By using single cat-5e 

or cat-6 (recommended cable instead of HDMI Cable 

it can extend the distance up to 60m between TX and RX.

• No loss of quality

WBXHDMIS2 x2 HDMI Output 

WBXHDMIS4 x4 HDMI Output 

HDMI Splitter

• Supports 3D video format

• HDR 4K*2K

• HDMI 1.4 HDCP1.4

• RGB Format

3 ÅRS GARANTI

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXHDMIS2
https://www.adiglobal.dk/Product/WBXHDMIS4
https://www.adiglobal.dk/Product/WBXHDMIS2
https://www.adiglobal.dk/Product/WBXHDMIS4
https://www.adiglobal.dk/Product/WBXUSBE1
https://www.adiglobal.dk/Product/WBXDPHDMI4
https://www.adiglobal.dk/Product/WBXHDME6IR
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4  |  Kabler

De fleste kabler, der er 
designet til permanent 
installation i boliger og 
erhvervsbygninger er omfattet 
af Byggevareforordningen 
- Construction Products 
Regulation  (CPR).

Forordningen fastsætter krav til 
sikkerhed og ydeevne i tilfælde 
af brand og klassificerer
produkter i en af syv 
euroklasser.

Disse klasser har processer til 
vurdering af brandegenskaber 
baseret på BS EN 60332-1-2, 
BS EN 50399 50399 og
BS EN ISO 1716.

Selvom forordningen
klassificerer produkter i en af 
de syv Euroklasser, er der i 
de fleste tilfælde kun fem for 
kabler. Størstedelen vil falde 
ind under klasserne B2ca til 
Eca.

Det blev et krav i 2017, så det 
er vigtigt at forstå, hvordan 
man opfylder kravene.

Aca
Euro Class

• Ingen reaktion på brand
• Bidrager ikke til bran 

spredning/varmeudvikling

B1ca
Euro Class

Reaktion på brand BS EN 50399

• Meget lav reaktion
• Minimalt bidrag til 

brand brandspredning / 
varmeudvikling

B2ca
Euro Class

• Lav reaktion
• Brændbar, lavflammespredning 

& varmeafgivelse bidrager til 
brand

Euro Class
Cca

• Reduceret reaktion
• Brændbar, moderat 

flammespredning og 
varmeafgivelse

Euro Class
Dca

• Øget reaktion
• Brændbart, moderat 

flammespredning og 
varmeudvikling

Euro Class
E ca

Reaktion på brand BS EN 60332 1-2

• Reaktion
• Brændbar, begrænset 

brandspredning mindre end 
425 mm

Minimale kabelkrav til
generel installation i visse områder

Euro Class
F ca

• Ubestemt, uklar
• Brændbar, kan have høje 

niveauer af brændbarhed 
mere end 425 mm

Klasserne A til E skal testes af et uafhængigt, autoriseret laboratorium. De fleste 
kabler falder inden for klasserne B2ca til Eca. Fca-kabler testes ikke. Kabler 
med Fca-klassificering er for det meste beregnet til udendørs installationer.

Construction Products 
Regulation (CPR) Euro 
klasser

Det vil være næsten umuligt for et 
kabel at opfylde klasse Aca, og på 
grund af tilgængeligheden bør de kun 
specificeres med ekstrem forsigtighed

Det er meget usandsynligt, at 
almindeligt anvendte kabler vil blive 
klassificeret som klasse B1ca

Hospitaler og lufthavne, offentlige 
bygninger bygninger med mange 
mennesker

Offentlige bygninger, hoteller, 
skoler eller kontorbygninger med 
mange mennesker

Mere sandsynligt til udendørs brug

Reaktion på brand BS EN ISO 1716

Minimale kabelkrav til
generel installation i visse områder

Eksempel på miljø

Eksempel på miljø

Eksempel på miljø
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ADIC5UTPPVCGRY305 Cat5e 

ADIC6UTPPVCGRY305 Cat6 

NEW ADIC6AUFTPLSZHB305   CAT6a

UTP Cable Eca

U/FTP LSZH Cable Dca

• UTP

• PVC

• 305m

• Colour: Grey

• U/FTP

• LSZH

• 305m

• Dca-s1-a1-d2

• Colour: Ice Blue

NEW  ADIC5UTPPEBLK305   Cat5e

NEW  ADIC6UTPPEBLK305   Cat6

ADIC5UTPLSZHPUR305 Cat5e

ADIC6UTPLSZHPUR305 Cat6

NEW  ADIC5UTPDCA2PUR305   Cat5e

NEW  ADIC6UTPDCA2PUR305   Cat6

UTP PE Cable Fca UTP LSZH Cable Eca

UTP LSZH Cable Dca

• UTP

• PE

• 305m

• Colour: Black

• UTP

• LSZH

• 305m

• Colour: Purple

• UTP

• LSZH

• 305m

• Dca-s2-a2-d2

• Colour: Purple

4  |  Kabler

Alle parter i hele 
forsyningskæden
fra producent til slutbruger 
har et ansvar for at sikre CPR-
overholdelse.

Konstruktører og installatører 
skal sikre, at de kabler, 
de vælger, er egnede til 
brandrisici i bygningen eller 
anvendelserne og eventuelle 
kontraktlige betingelser.

CPR dækker den måde, hvorpå
et produkt placeres på 
markedet. Afgørende er, at 
den ikke specificerer typen af 
produkt der skal bruges på et 
givet tidspunkt.

Hvem er ansvarlig?

Professionel og 
pålidelig

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/ADIC5UTPPVCGRY305
https://www.adiglobal.dk/Product/ADIC6UTPPVCGRY305
https://www.adiglobal.dk/Product/ADIC6AUFTPLSZHB305
https://www.adiglobal.dk/Product/ADIC5UTPPEBLK305
https://www.adiglobal.dk/Product/ADIC6UTPPEBLK305
https://www.adiglobal.dk/Product/ADIC5UTPLSZHPUR305
https://www.adiglobal.dk/Product/ADIC6UTPLSZHPUR305
https://www.adiglobal.dk/Product/ADIC5UTPDCA2PUR305
https://www.adiglobal.dk/Product/ADIC5UTPDCA2PUR305
https://www.adiglobal.dk/Product/ADIC5UTPPVCGRY305
https://www.adiglobal.dk/Product/ADIC5UTPPEBLK305
https://www.adiglobal.dk/Product/ADIC5UTPLSZHPUR305
https://www.adiglobal.dk/Product/ADIC6AUFTPLSZHB305
https://www.adiglobal.dk/search?criteria=adi%20pro%20cables
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4  |  Kabler

CAT5e Cables 0.5m - 5m

Cat5e RJ45 Patch Cable

• Cat5e

• RJ45 patch cable

• Colour: Grey

• Anti-Snag

WBXC5EGY0.5MP5  0.5m Pack of 5

WBXC5EGY1MP5  1m Pack of 5

WBXC5EGY2MP5  2m Pack of 5

WBXC5EGY3MP1  3m Single

WBXC5EGY5MP1  5m Single

WBXC5EGY10MP1  10m Single

WBXC5EGY15MP1  15m Single

RG59 CU 100m Drum

WBXRG59B1

• RG59

• 100m drum

• Black

RG59 Shotgun CU 100m Drum

WBXRG59100M2C

• RG59

• + 2 core for low voltage

• 100m drum

• Black

Se side 22 - 23 for kabler,
tilbehør og værktøj

Produkter af professionel 
kvalitet uden at gå på 
kompromis

Cat5e RJ45 Patch Cable

• Cat5e

• RJ45 patch cable

• Colour: Blue

• Anti-Snag

WBXC5EBL0.5MP5  0.5m Pack of 5

WBXC5EBL1MP5  1m Pack of 5

WBXC5EBL2MP5  2m Pack of 5

WBXC5EBL3MP1  3m Single

WBXC5EBL5MP1  5m Single

WBXC5EBL10MP1  10m Single 

WBXC5EBL15MP1  15m Single

Cat5e RJ45 Patch Cable

• Cat5e

• RJ45 patch cable

• Colour: Red

• Anti-Snag

WBXC5ERD0.5MP5  0.5m Pack of 5 

WBXC5ERD1MP5  1m Pack of 5 

WBXC5ERD2MP5  2m Pack of 5 

WBXC5ERD3MP1  3m Single 

WBXC5ERD5MP1  5m Single

WBXC5ERD10MP1   10m Single

WBXC5ERD15MP1  15m Single

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXC5EGY0-5MP5
https://www.adiglobal.dk/Product/WBXC5EGY0-5MP5
https://www.adiglobal.dk/Product/WBXC5EGY1MP5
https://www.adiglobal.dk/Product/WBXC5EGY2MP5
https://www.adiglobal.dk/Product/WBXC5EGY3MP1
https://www.adiglobal.dk/Product/WBXC5EGY5MP1
https://www.adiglobal.dk/Product/WBXRG59B1
https://www.adiglobal.dk/Product/WBXRG59100M2C
https://www.adiglobal.dk/Product/WBXC5EBL1MP5
https://www.adiglobal.dk/Product/WBXC5EBL0-5MP5
https://www.adiglobal.dk/Product/WBXC5EBL1MP5
https://www.adiglobal.dk/Product/WBXC5EBL2MP5
https://www.adiglobal.dk/Product/WBXC5EBL3MP1
https://www.adiglobal.dk/Product/WBXC5EBL5MP1
https://www.adiglobal.dk/Product/WBXC5ERD0-5MP5
https://www.adiglobal.dk/Product/WBXC5ERD0-5MP5
https://www.adiglobal.dk/Product/WBXC5ERD1MP5
https://www.adiglobal.dk/Product/WBXC5ERD2MP5
https://www.adiglobal.dk/Product/WBXC5ERD3MP1
https://www.adiglobal.dk/Product/WBXC5ERD5MP1
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4 |  Kabler

CAT6 Cables 0.5m - 5m

Cat6 RJ45 Patch Cable

• Cat6

• RJ45 patch cable

• Colour: Grey

• Anti-Snag

WBXC6EGY0.5MP5  0.5m Pack of 5 

WBXC6EGY1MP5  1m Pack of 5 

WBXC6EGY2MP5  2m Pack of 5 

WBXC6EGY3MP1  3m Single 

WBXC6EGY5MP1  5m Single

WBXC6EGY10MP1  10m Single

WBXC6EGY15MP1  15m Single

Cat6 RJ45 Patch Cable

• Cat6

• RJ45 patch cable

• Colour: Red

• Anti-Snag

WBXC6ERD0.5MP5  0.5m Pack of 5 

WBXC6ERD1MP5  1m Pack of 5 

WBXC6ERD2MP5  2m Pack of 5 

WBXC6ERD3MP1  3m Single 

WBXC6ERD5MP1  5m Single

WBXC6ERD10MP1  10m Single

WBXC6ERD15MP1  15m Single

Cat6 RJ45 Patch Cable

• Cat6

• RJ45 patch cable

• Colour: Blue

• Anti-Snag

WBXC6EBL0.5MP5  0.5m Pack of 5 

WBXC6EBL1MP5  1m Pack of 5 

WBXC6EBL2MP5  2m Pack of 5 

WBXC6EBL3MP1  3m Single 

WBXC6EBL5MP1  5m Single

WBXC6EBL10MP1  10m Single

WBXC6EBL15MP1  15m Single

Se side 8-9 for et udvalg af 
Capture-kameraer.

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXC6EGY0-5MP5
https://www.adiglobal.dk/Product/WBXC6EGY0-5MP5
https://www.adiglobal.dk/Product/WBXC6EGY1MP5
https://www.adiglobal.dk/Product/WBXC6EGY2MP5
https://www.adiglobal.dk/Product/WBXC6EGY3MP1
https://www.adiglobal.dk/Product/WBXC6EGY5MP1
https://www.adiglobal.dk/Product/WBXC6ERD0-5MP5
https://www.adiglobal.dk/Product/WBXC6ERD0-5MP5
https://www.adiglobal.dk/Product/WBXC6ERD1MP5
https://www.adiglobal.dk/Product/WBXC6ERD2MP5
https://www.adiglobal.dk/Product/WBXC6ERD3MP1
https://www.adiglobal.dk/Product/WBXC6ERD5MP1
https://www.adiglobal.dk/Product/WBXC6EBL0-5MP5
https://www.adiglobal.dk/Product/WBXC6EBL0-5MP5
https://www.adiglobal.dk/Product/WBXC6EBL1MP5
https://www.adiglobal.dk/Product/WBXC6EBL2MP5
https://www.adiglobal.dk/Product/WBXC6EBL3MP1
https://www.adiglobal.dk/Product/WBXC6EBL5MP1
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5  |  Kabler - tilbehør og værktøj

BNC Crimp Connector

WBXBNCM59P10 10 PACK
WBXBNCM59P50 50 PACK

• RG59 BNC male crimp connector

BNC Strain Boot 10 Pack

WBXBNCSRP10

• RG59 BNC strain boot

• 10 pack

• Black

BNC Insertion and Extraction Tool

WBXBNCTOOL

• BNC Removal / Insertion 

• Long Reach

RG59 3 Blade Wire Stripper

WBXRG59STIP

• Coaxial cable stripper

• For RG58/RG59/RG6

• 3 blades

Køb markedsførende 
sikkerheds-, brand og Pro AV-

produkter 24/7

Opret en konto i dag
adiglobal.dk

ADI’s
webshop

Vores webshop giver dig mulighed for 
at bestille når som helst, dag eller nat, 
udforske produkter og mærker og få 
oplysninger om lagertilgængelighed, 

når du har brug for det.

1 ÅR GARANTI

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk
https://www.adiglobal.dk/Product/WBXBNCM59P10
https://www.adiglobal.dk/Product/WBXBNCM59P50
https://www.adiglobal.dk/Product/WBXBNCSRP10
https://www.adiglobal.dk/Product/WBXRG59STIP
https://www.adiglobal.dk/Product/WBXBNCTOOL
https://www.adiglobal.dk/Product/WBXBNCM59P10


21Tel: 43 24 56 00 - Email: salg.dk@adiglobal.com - Web: www.adiglobal.dkTel: 43 24 56 00 - Email: salg.dk@adiglobal.com - Web: www.adiglobal.dk

5  |  Kabler - tilbehør og værktøj

RJ45 CAT5/6 Coupler Each

WBXCATCOUP

• RJ45 coupler

• Cat5e & Cat6

WBXC5ERJ45P10 (Pack of 10)

WBXC5ERJ45P100 (Pack of 100) 

WBXC5ERAPID10 Pack of 10

WBXC5ERAPID100 Pack of 100 

WBXC6ERAPID10 Pack of 10

WBXC6ERAPID100 Pack of 100 

RJ45 Crimp connector

RJ45 Connector Rapid Fit

• Suitable for Cat5e cable

• Suitable for Cat5e cable

• Suitable for Cat6 cable

WBXC6ERJ45P10 (Pack of 10)   

WBXC6ERJ45P100 (Pack of 100)   

• Suitable for Cat6 cable

WBXCATSBP10  (Pack of 10) 

WBXCATSBP100  (Pack of 100) 

RJ45 CAT5/6 Strain Boots

• RJ45 strain boot

• Cat5e/Cat6

BNC Coupler 10 Pack

WBXBNCFFCP10

• RG59 female - female connector

• 10 pack

BNC T M-F 10 Pack

WBXBNCM22FTP10

• RG59 BNC male - female  

T piece connector

• 10 pack

RJ45 Crimp Tool

WBXRJ45CRIMP

• RJ crimp tool

• RJ45/RJ12/RJ11

• With cable cutter & stripper

RJ45 Tester

WBXCATBTESTER

• 2 Piece set

• Check continuity of RJ11& RJ45 cable quickly

• LED status display

• Slow and fast test switch

• Simple to use

1 ÅR GARANTI
BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXC5ERJ45P10
https://www.adiglobal.dk/Product/WBXCATSBP10
https://www.adiglobal.dk/Product/WBXCATCOUP
https://www.adiglobal.dk/Product/WBXBNCM22FTP10
https://www.adiglobal.dk/Product/WBXC5ERJ45P10
https://www.adiglobal.dk/Product/WBXC5ERJ45P100
https://www.adiglobal.dk/Product/WBXC6ERJ45P10
https://www.adiglobal.dk/Product/WBXC6ERJ45P100
https://www.adiglobal.dk/Product/WBXCATSBP10
https://www.adiglobal.dk/Product/WBXCATSBP100
https://www.adiglobal.dk/Product/WBXBNCFFCP10
https://www.adiglobal.dk/Product/WBXRJ45CRIMP
https://www.adiglobal.dk/Product/WBXCATBTESTER
https://www.adiglobal.dk/Catalog/shopproducts/data-comm-networking/cable-connectors/network-cable-connectors?attributes=319b990c-6d19-4809-bd3c-afbf003404d4,a2f9c5a8-4d2c-48e1-8211-afa30033c9e8
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Battery SLA, 12V, 1.3Ah

UT-1213

• F1 Terminal

• L48 x W97 x H53mm

6  |  Batterier

Battery SLA, 12V, 7Ah

• T1 Terminal

• L151 x W65 x H94mm

Battery SLA, 12V, 12Ah

• T2 Terminal

• L151 x W98 x H95mm

Battery SLA, 12V, 18Ah

• M5 Terminal

• L182 x W77 x H168mm

UT-1270

UT-121805UT-12120

CR123A 3V Lithium  
Battery - Each

IM-CR123A

CR2032 3V Lithium  
Coin Battery – Each

IM-CR2032

CR2 3V Lithium  
Battery - Each

IM-CR2

2 ÅRS GARANTI

https://www.adiglobal.dk/Product/UT-1213
https://www.adiglobal.dk/Product/UT-12120
https://www.adiglobal.dk/Product/UT-121805
https://www.adiglobal.dk/Product/UT-1270
https://www.adiglobal.dk/Product/IM-CR2032
https://www.adiglobal.dk/Product/IM-CR123A
https://www.adiglobal.dk/Product/IM-CR2
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7  |  Netværksswitche

5 Port Gigabit Unmanaged  
Ethernet Switch

0E-5PGIGUN-EU

• 5 x 10/100/1000 Mbps

• Easy set-up plug and play

• Switching capacity 10Gbps

• Port status LED indicator

8 Port Fast Ethernet  
PoE Switch

0E-8P65W4POE-EU

• 4 x 10/100 Mbps ports

• Easy set-up plug and play

• 62W PoE budget

• Port status LED indicator

8 Port Gigabit Unmanaged  
Ethernet Switch

0E-8PGIGUN-EU

• 8 x 10/100/1000 Mbps

• Easy set-up plug and play

• Switching capacity 10Gbps

• Port status LED indicator

8 Port Fast Gigabit Ethernet  
PoE Switch

0E-8P4POEGIG-EU

• 4 x 10/100/1000 Mbps PoE ports

• 4 x 10/100/1000 Mbps ports

• Easy set-up plug and play

• 62W PoE budget

• Port status LED indicator

9 Port Fast Gigabit Ethernet  
PoE Switch

0E-9P8POEGIG-EU

• 8 x 10/100/1000 Mbps PoE ports

• 1 x 10/100/1000 Mbps port

• Easy set-up plug and play

• 130W PoE budget

• Port status LED indicator

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/0E-9P8POEGIG-EU
https://www.adiglobal.dk/Product/0E-8P4POEGIG-EU
https://www.adiglobal.dk/Product/0E-8P65W4POE-EU
https://www.adiglobal.dk/Product/0E-5PGIGUN-EU
https://www.adiglobal.dk/Product/0E-8PGIGUN-EU
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8  |  Strømforsyninger

WBXIL10EU   1 Amp

WBXIL20EU   2 Amp

WBXIL35EU   3.5 Amp

WBXIL50EU   5 Amp

Power 12VDC Inline PSU

• Inline power supply

• 12V DC output

• 1.2m DC cable

• 5.5*2.1mm plug

1 Amp
2 Amp

Power 24V AC 2 Amp Inline PSU

WBXIL2024-EU

Power 24V AC 4 Amp Inline PSU

WBXIL4024-EU

Female DC to 4 way DC Splitter

WBXPSUSP4

Dc Jack Female  
10 Pack

WBXDC-FEMALE

• DC Plug with 5.5*2.1mm connector
• Black PVC
• Nickel plated

• DC Jack
• 2.1mm connector
• Nickel plated

• 24V AC

• 4Amp

• EU Plug

• 24V AC

• 2Amp

• EU Plug

DC Jack Male 
10 pack

WBXDC-MALE

• DC Jack

• 2.1mm connector

• Nickel plated

External IP Rated Power Supply

WBXPSU4024IP

External IP Rated Power Supply

WBXPSU5012IP

• Input: AC230V/50Hz, rated 3A Fuse

• Output: 1 x 4A or 4 x 1A

• Output Voltage: 24V AC

• PTC Fuse: Auto Reset PTC  

Fuse for each output

• Operating Temperature: -10C to +40C

• AC110-230VAC
• Output: 12V DC @ 1 x 5A or 8 x 0.8A
• Auto Reset PTC Fuse
• -10 to +40C
• IP66
• 1.2Kg
• 27 x15 x 8.9cm

3.5 Amp
5 Amp

• Material: Grey Polycarbonate

• IP Rating: IP66

• Weight: 2.8KG

• Dimensions:  

27cm x 15cm x 8.9cm

3 ÅRS GARANTI

3 ÅRS GARANTI3 ÅRS GARANTI

3 ÅRS GARANTI

3 ÅRS GARANTI
3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXIL10EU
https://www.adiglobal.dk/Product/WBXIL35EU
https://www.adiglobal.dk/Product/WBXIL10EU
https://www.adiglobal.dk/Product/WBXIL20EU
https://www.adiglobal.dk/Product/WBXIL35EU
https://www.adiglobal.dk/Product/WBXIL50EU
https://www.adiglobal.dk/Product/WBXPSUSP4
https://www.adiglobal.dk/Product/WBXIL4024-EU
https://www.adiglobal.dk/Product/WBXDCDashFEMALE
https://www.adiglobal.dk/Product/WBXIL2024-EU
https://www.adiglobal.dk/Product/WBXDCDashMALE
https://www.adiglobal.dk/Product/WBXPSU4024IP
https://www.adiglobal.dk/Product/WBXPSU5012IP
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8  |  Strømforsyninger

WBXPSU1A24VDST             1 Amp 24vDC Boxed PSU

WBXPSU2A24VDST             2 Amp 24vDC Boxed PSU

WBXPSU4A24VDST             4 Amp 24vDC Boxed PSU

WBXPSU1A24VDT             1 Amp 24vDC Boxed PSU

WBXPSU2A24VDT             2 Amp 24vDC Boxed PSU

WBXPSU3A24VDT             3 Amp 24vDC Boxed PSU

WBXPSU5A24VDT             5 Amp 24vDC Boxed PSU

WBXPSU10A24VDT             10 Amp 24vDC Boxed PSU

•  Input 90 to 264 Vac
•  Output: Nominal 27.6VDC
•  Short circuit overload protection

•  Input 90 to 264 Vac
•  Output: Regulated 24VDC
•  Lid Tamper Protection

A range of 24VDC Transformer Rectifier Power Supply Units 

ideal for Access Control and various other applications.

A range of 24VDC Power Supply Units ideal for Access Control 

and various other applications with Battery Backup Facility.

•  Mains transient protection
•  Antitamper, Front and Rear
•  Back up Battery requires 24VDc

• Selectable NO/NC input for Relay
•  External DC24V voltage  

input for Relay

• CCTV Boxed Power Supply
• Multi Output
• Metal enclosure
• Upto 16 way
• Max 16Amp

Power Multi Output PSU  
Up to 16 way 16A

WBXPSUC12V16A16

Power Multi Output PSU 
Up to 4 way 5A

WBXPSUC12V5A4

Power Multi Output PSU  
Up to 9 way 10A

WBXPSUC12V10A9

• CCTV Boxed Power Supply
• Multi Output
• Metal enclosure
• Upto 9 way
• Max 10Amp

• CCTV Boxed Power Supply
• Multi Output
• Metal enclosure
• Upto 4 way
• Max 5Amp

Tel: 43 24 56 00 - Email: salg.dk@adiglobal.com - Web: www.adiglobal.dk

WBXPSU1A12VT       1 Amp 

WBXPSU2A12VT       2 Amp  

WBXPSU3A12VT       3 Amp 

WBXPSU5A12VT       5 Amp

13.8V Switch Mode 
PSU in Metal Box

• Boxed power supply

• 13.8V DC output

• Tamper (Lid & Rear)

• Mains, Battery, Output & Fault LED

• Enclosure - 200 x 240 x 75mm

• Battery Compartment - 190 x 130 x 70mm

1 Amp - 2 Amp - 3 Amp

• Battery Compartment - 350 x 220 x 80mm

5 Amp

5 Amp

3 ÅRS GARANTI

 

https://www.adiglobal.dk/Product/WBXPSU1A24VDST
https://www.adiglobal.dk/search?criteria=WBXPSU2A24VDST
https://www.adiglobal.dk/Product/WBXPSU2A24VDST
https://www.adiglobal.dk/Product/WBXPSU1A24VDT
https://www.adiglobal.dk/Product/WBXPSU2A24VDT
https://www.adiglobal.dk/Product/WBXPSU3A24VDT
https://www.adiglobal.dk/Product/WBXPSU5A24VDT
https://www.adiglobal.dk/Product/WBXPSU10A24VDT
https://www.adiglobal.dk/Product/WBXPSU1A24VDT
https://www.adiglobal.dk/Product/WBXPSUC12V16A16
https://www.adiglobal.dk/Product/WBXPSUC12V16A16
https://www.adiglobal.dk/Product/WBXPSUC12V5A4
https://www.adiglobal.dk/Product/WBXPSUC12V5A4?criteria=WBXPSUC12V5A4
https://www.adiglobal.dk/Product/WBXPSUC12V10A9
https://www.adiglobal.dk/Product/WBXPSUC12V10A9?criteria=WBXPSUC12V10A9
https://www.adiglobal.dk/Product/WBXPSUC12V5A4
https://www.adiglobal.dk/Product/WBXPSU1A12VT
https://www.adiglobal.dk/Product/WBXPSU2A12VT
https://www.adiglobal.dk/Product/WBXPSU3A12VT
https://www.adiglobal.dk/Product/WBXPSU5A12VT
https://www.adiglobal.dk/Product/WBXPSU5A12VT
https://www.adiglobal.dk/Product/WBXPSU1A12VT
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9  |  Adgangskontrol

Green Dome RTE Button 
Stainless Steel Surface

WBXRTESSGD

• Surface Mount

• 2A @ 30VDC

• Stainless Steel

• Green Dome

• Single Gang

RTE Switch 1 Gang 1 Way 
with Back Box

WBXRTE1

• Surface Mount
• 10A @ 250VAC
• Plastic
• Single Gang
• Single Pole

Green Break Glass Surface 
Single Pole

WBXEGSP

• Break Glass
• 8A @ 24VDC
• 5A @ 220VAC
• Resettable
• Green
• Surface Mount
• Single Pole

Green Break Glass Surface 
Double Pole

WBXEGDP

• Break Glass
• Resettable
• Green
• Surface Mount
• Double Pole

No Touch RTE Switch 
Stainless Steel Surface 

WBXRTENT

• Surface Mount

• 12 - 24VDC

• Stainless Steel

• No Touch 

• Single Gang

Test and Reset Keys for the 
WBXEDSP and WBXEGDP

WBXEGKEY

• Pack of 10

Egress Accessory  
Rep Cover for  
WBXEGSP & EGDP

WBXEGSD-COVER

• Selectable 12VDC or 24VDC way output
• Full rated 12VDC/8A or 24DC/4A to load
• Reverse battery connection protection
• Complete with mounting posts
• Dimensions: W405 x H506 x D85mm

Multi Controller Power 
Supply

WBXACCESSPSU12248A

3 ÅRS GARANTI

3 ÅRS GARANTI

3 ÅRS GARANTI

3 ÅRS GARANTI

3 ÅRS GARANTI

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXACCESSPSU12248A
https://www.adiglobal.dk/Product/WBXRTESSGD
https://www.adiglobal.dk/Product/WBXRTENT
https://www.adiglobal.dk/Product/WBXRTE1
https://www.adiglobal.dk/Product/WBXEGSP
https://www.adiglobal.dk/Product/WBXEGDP
https://www.adiglobal.dk/Product/WBXEGKEY
https://www.adiglobal.dk/Product/WBXEGSD-COVER
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9  |  Adgangskontrol

Magnet 280Kg Surface 
Unmonitored Maglock

WBX280S

• Surface Magnet, unmonitored

• 280Kg, 12/24 VDC Selectable

Magnet & Z & L Bracket  
To Fit WBX280S

WBX280ZL

• To Fit WBX280S  

& WBX280S-M

Magnet 280kg Surface  
Monitored Maglock

WBX280S-M

• Surface Magnet, monitored

• 280Kg, 12/24 VDC Selectable

Z & L Bracket to fit WBX280

WBX280ZL-AH-S

• To suit WBX280 Range 

of Mag Locks

• Satin Anodised Aluminium

30 cm Door Loop

WBX30DL

• Door Loop

• 30 cm 

45 cm Door Loop

WBX45DL

• Door Loop

• 45 cm 

Magnet Arm Housing,  
WBX280 Range Maglocks

WBX280AS

280kgs DOUBLE magnetic 
Lock Monitored

WBX280S-D-M

• 280Kg Holding Force

• Double Magnet

• Surface Mount

Z & L Bracket 
to fit WBX500S-M

WBX500ZL

• Satin Annodised Aluminium

DOUBLE Z&L Bkt 
to fit WBX280S-D-M

WBX280ZL-D

• Satin Annodised Aluminium

500Kgs Monitored 
Magnectic Lock

WBX500S-M

Armature Housing 
to fit WBX500S-M

WBX500AS

• Satin Annodised Aluminium

• 500Kg Holding Force

• Single   Magnet

• Surface Mount

3 ÅRS GARANTI

3 ÅRS GARANTI 3 ÅRS GARANTI

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBX280S
https://www.adiglobal.dk/Product/WBX280AS
https://www.adiglobal.dk/Product/WBX280ZL-D
https://www.adiglobal.dk/Product/WBX500S-M
https://www.adiglobal.dk/Product/WBX280ZL
https://www.adiglobal.dk/Product/WBX280SDashM
https://www.adiglobal.dk/Product/WBX30DL
https://www.adiglobal.dk/Product/WBX45DL
https://www.adiglobal.dk/Product/WBX280S
https://www.adiglobal.dk/Product/WBX280ZL
https://www.adiglobaldistribution.co.uk/Product/WBX280ZL-D
https://www.adiglobaldistribution.co.uk/Product/WBX500S-M
https://www.adiglobal.dk/Product/WBX500AS
https://www.adiglobal.dk/Product/WBX280ZL-AH-S
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10  |  Brand- og nødbelysning

Fire Accessory Back Box 
Red Glands 6-12mm10pk

WBXGLRED10

HFC Free Gas Air Duster

WBXAIRCAN

Stainless Steel Cable Ties 
(Pack of 100)

WBXCT200SS

Stainless Steel Cable Ties 
(Pack of 100)

WBXCT400SS

Fire Log Book

WBXFIRELOGBOOK

• 32 pages

• Comprehensive record  

keeping detail

• Records detail of  

- System design  

- Installation 

- Inspection and Maintenance

• Stainless Steel

• Pack of 100

• Stainless Steel

• Pack of 100

Fire Accessory Back Box 
Red Gland Shroud 10pk

WBXSHRED10

• HFC Free

• Non Flammable

• 400ml

Emergency Lighting 3w 
Maintained Bulkhead

WBXELB3W

A4 Document Box Red

WBXA4DOCR

Emergency Lighting Sign 
3w Exit Sign Ip20

WBXELES3W3 ÅRS GARANTI 3 ÅRS GARANTI

WHILE STOCKS LAST

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXFIRELOGBOOK
https://www.adiglobal.dk/Product/WBXCT200SS
https://www.adiglobal.dk/Product/WBXCT400SS
https://www.adiglobal.dk/Product/WBXAIRCAN
https://www.adiglobal.dk/Product/WBXGLRED10
https://www.adiglobal.dk/Product/WBXSHRED10
https://www.adiglobal.dk/Product/WBXA4DOCR
https://www.adiglobal.dk/Product/WBXELB3W
https://www.adiglobal.dk/Product/WBXELES3W
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10  |  Brand- og nødbelysning

Fire Accessory Back Box 
Galve Lid, Seal & Scr

WBXCBLI

Intruder Fuse Kit -  
18 Fuses x 5

WBXFUSEKIT

Intruder Resistor Kit  
9 Resistors x 30

WBXRESKIT

Fire Accessory Back Box 
20mm Galve Stop End

WBXCBSE

Fire Accessory Back Box 
20mm Galve Through

WBXCBTB

Fire Accessory Back Box 
20mm Galve U Bend

WBXCBUB

Emergency Lighting Ip20 
LED Twin Spot 3w

WBXELTS3WI20

Emergency Lighting Ip65 
LED Twin Spot 3w

WBXELTS3WI65

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXCBLI
https://www.adiglobal.dk/Product/WBXFUSEKIT
https://www.adiglobal.dk/Product/WBXRESKIT
https://www.adiglobal.dk/Product/WBXCBSE
https://www.adiglobal.dk/Product/WBXCBTB
https://www.adiglobal.dk/Product/WBXCBUB
https://www.adiglobal.dk/Product/WBXELTS3WI20
https://www.adiglobal.dk/Product/WBXELTS3WI65
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12  |  dl: paneleren

ABDL 4000 Central

610-1688

TR 4000 Strømforsyning til 
ABDL 4000 serien

610-1714

NS 4000 Batteri back-up til 
ABDL 4000 serien

610-1715

BEGRÆNSET LIVSTIDSGARANTI

Available Exclusively at ADI

• Ny model

• Maks. 500mA belastning, 

EN14637 godkendt. 

• Service indikator

• 1,5A

• Ny model 

• Ny model 

Vores ABDL-paneler i Norden vil 
fortsat være tilgængelige under 
varemærket W Box.

https://www.adiglobal.dk/Product/610-1688
https://www.adiglobal.dk/Product/610-1714
https://www.adiglobal.dk/Product/610-1715
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12 |  ABDL Kits

ABDL Pakke med 2 Orbis detektor/
Sokler + Vægmagnet 50 kg

P-ABDL Orbis-lille

• Indeholder; 610-1688 ABDL 4000 

Kontrolenhed, 2x ORB-OP-12001-APO Orbis 

røgdetektor, optisk, 

2x ORB-MB-00001-APO Orbis-sokkel 

& 1350-CSA Dørholder Væg 50 kg. m. Anker. 

ABDL Pakke med 2 S-65 detektorer/
plinter + vægmagnet 50 kg

P-ABDL  S-65-Lille

• Indeholder; 610-1688 ABDL 4000 

Kontrolenhed, 2x 55000-317APO Optisk 

røgdetektor S-65, 2x 45681-200APO 

Sokkel til S-65 & 1350-CSA Dørholder 

Væg 50 kg m. Anker.

P-ABDL PAKKE DORMA 
ABDL Kit

P-ABDL PAKKE DORMA

• 2x Orbis detektor med sokkel

• Udtryk m/underlag

• 1 stk Smoke Sabre

• 10xLabel “ABDL”

ABDL Pakke 2x Orbis detektor med Sokler, 
ASSA Abloy magnet/Anker 50kg, 
Fuga udtryk og 10xLabel “ABDL”

P-ABDL Orbis-stor  

• Indeholder; 610-1688 ABDL 4000 

Kontrolenhed, 2x ORB-OP-12001-APO Orbis 

røgdetektor, optisk, 

2x ORB-MB-00001-APO Orbis-sokkel 

& 1350-CSA Dørholder Væg 50 kg. m. Anker. 

Trempel Sokkel aflastning 
til loftplader

210-0506

• 1 styk

• Rød

BEGRÆNSET LIVSTIDSGARANTI

Trempel Sokkel aflastning 
til loftplader

K-TREMP/BASE 350PC

• Kasse med 350 styk

• Rød

https://www.adiglobal.dk/Product/210-0506
https://www.adiglobal.dk/Product/P-ABDL-PAKKE-DORMA
https://www.adiglobal.dk/Product/P-ABDL-S-65-LILLE
https://www.adiglobal.dk/Product/P-ABDL-ORBIS-LILLE
https://www.adiglobal.dk/Product/P-ABDL-ORBIS-STOR
https://www.adiglobal.dk/Product/K-TREMP-BASE-350PC
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 ADIFC-G1C2-W   EU standards         

 ADIFC-G1C2-QF-M  EU standards         

 ADIFC-G2C2-MULTI-W  EU standards       

 ADIFC-G3C2-MULTI-W  EU standards

 ADIJB-G3C2-10-W  EU standards

 ADIJB-G3-10-W   EU standards     

 ADIJB-G3C2-20-W  EU standards            

 ADIJB-G3C2-24-W  EU standards 

 ADISC-G1C2-W   EU standards         

 ADISC-G2C2IND-W  EU standards

 ADISC-G2C2MULTI-W  EU standards       

 ADISC-G2C2-W   EU standards

 ADISC-G3C2MULTI-W  EU standards

 ADISC-G2C2-MSW-W  EU standards

 ADISC-G2C2-MULTISM  EU standards

 ADISC-G3C2-MULTISM  EU standards

 ADIRSA-G2C3-0.5M  EU standards

 ADIRSA-G2C3-MUL  EU standards 

 ADIRSA-G3C3-M-0.5M  EU standards

 ADIRS-G2C3-0.5M  EU standards         

 ADIRS-G2C3-1.0M  EU standards         

 ADIRS-G2C3-MULTI-W  EU standards       

 ADIRS-G3C3-MUL-1M  EU standards

Panic Button

Panic Button

ADIPA-G3C2-S

ADIPA-G3C2-W

• EU standards

• Silver

• EU standards

• White

12  |  Kontakter til indbrud

Flush Contacts

Junction Box

Surface Contacts

R/S Contacts

Surface Exit Switch with Buzzer

ADIKS-3C3-BUZ

• EU standards

• Lid Anti Tamper

• Anti Tamper Screws & Bit

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOMMER SNART

KOM
M

ER

SN
ART

https://www.adiglobal.dk/Product/ADIPA-G3C2-S
https://www.adiglobal.dk/Product/ADIPA-G3C2-W
https://www.adiglobal.dk/Product/ADIFC-G1C2-W
https://www.adiglobal.dk/Product/ADIJB-G3C2-10-W
https://www.adiglobal.dk/Product/ADIRSA-G2C3-0-5M
https://www.adiglobal.dk/Product/ADIFC-G1C2-W
https://www.adiglobal.dk/Product/ADIJB-G3C2-10-W
https://www.adiglobal.dk/Product/ADISC-G1C2-W
https://www.adiglobal.dk/Product/ADISC-G2C2IND-W
https://www.adiglobal.dk/Product/ADISC-G2C2MULTI-W
https://www.adiglobal.dk/Product/ADISC-G2C2-W
https://www.adiglobal.dk/Product/ADISC-G3C2MULTI-W
https://www.adiglobal.dk/Product/ADIRSA-G2C3-0-5M
https://www.adiglobal.dk/Product/ADIRS-G2C3-0-5M
https://www.adiglobal.dk/Product/ADIRS-G2C3-1-0M
https://www.adiglobal.dk/Product/ADIPA-G3C2-S
https://www.adiglobal.dk/Product/ADIPA-G3C2-W
https://www.adiglobal.dk/Product/ADISC-G1C2-W
https://www.adiglobal.dk/Product/ADIRS-G2C3-1-0M
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13  |  Kabinetter, værktøj og hardware

IP65 External Junction Box

• IP65 rating

• Material ABS

• Halogen-Free

• Insulation class II (according to IEC 61140)

• Grey / Ral 7035

WBXJB204 100x100x50mm         

WBXJB206 150x110x70mm         

WBXJB207 190x140x70mm       

WBXJB208 240x190x90mm      

WBXJB209 300x220x120mm      

WBXJB210 380x300x120mm       

ENCLOSURE M20*1.5
access gland 6-12mm cable diameter
• IP Gland

• M20*1.5

• 6-12mm Cable Access

WBXGL6-12M20P3       Pack of 3         

WBXGL6-12M20P5       Pack of 5         

Cabinet Lockable DVR Enclosure

WBXLDVR1

• Secure Cabinet, Suites DVR or NVR 

• External 445 x 404 x 120mm

• Internal 400 x 400 x 91mm

• 6.0kg 

Cabinet Lockable DVR Enclosure

WBXLDVR2

• Secure Cabinet, Suites DVR or NVR 

• External 540 x 510 x 124mm

• Internal 510 x 478 x 103mm

• 7.9kg 

WBXLDVRKEY

Portable Work Light

WBX10WPL

• Portable work light

• 10 Watt

• Industrial use

• Rechargable

Cabinet 2 Replacement Keys 
For WBXLDVR 1 & 2

FUSED SPUR 1 Gang Surface Pattress 
Back Box 
• Surface Mount Back Box,Surface Mount

• To Suite WBXFS13A, 86 x 86 x 25mm

WBXBB1G

FUSED SPUR Face Plate 13A
• Non Switched Fuse Spur, Flush Mount

• 13A Fuse as standard, 86 x 86 x 20mm

WBXFS13A

3 ÅRS GARANTI

3 ÅRS GARANTI

WHILE STOCKS LAST

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTIBEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXLDVR1
https://www.adiglobal.dk/Product/WBXJB204
https://www.adiglobal.dk/Product/WBXJB206
https://www.adiglobal.dk/Product/WBXJB207
https://www.adiglobal.dk/Product/WBXJB208
https://www.adiglobal.dk/Product/WBXJB209
https://www.adiglobal.dk/Product/WBXJB210
https://www.adiglobal.dk/Product/WBXGL6-12M20P3
https://www.adiglobal.dk/Product/WBXGL6-12M20P5
https://www.adiglobal.dk/Product/WBXGL6-12M20P3
https://www.adiglobal.dk/Product/WBXLDVR1
https://www.adiglobal.dk/Product/WBXLDVR2
https://www.adiglobal.dk/Product/WBXLDVRKEY
https://www.adiglobal.dk/Product/WBX10WPL
https://www.adiglobal.dk/Product/WBXJB204
https://www.adiglobal.dk/Product/WBXJB210
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Se side 28-29 for et komplet 
udvalg af brandsikringsprodukter. 

13  |  Kabinetter, værktøj og hardware

Fire Accessory A4 Document 
Box Red

WBXA4DOCR

Enclosure Document A4 
Document Box White

WBXA4DOCW

Enclosure Document Spare 
Key A4 Doc Box

WBXDOCKEY

Cable Tie 200mm x 4.8mm 
(Pack of 100)
• UV protected

• 200 x 4.8mm

• Pack of 100

WBXCT200BK       Black        

WBXCT200NT       Neutral       

Cable Tie 300mm x 4.8mm  
(Pack of 100)
• UV protected

• 300 x 4.8mm

• Pack of 100

WBXCT300BK       Black         

WBXCT300NT       Neutral       

Stainless Steel Cable Ties  
(Pack of 100)
• AISI 304 Stainless Steel

• Pack of 100

WBXCT200SS     200x4.6mm    

WBXCT400SS     400x4.6mm    

UDVIDET SORTIMENT 
AF BRANDPRODUKTER

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Catalog/Brands/adi-pro
https://www.adiglobal.dk/Product/WBXCT200BK
https://www.adiglobal.dk/Product/WBXCT200NT
https://www.adiglobal.dk/Product/WBXCT300BK
https://www.adiglobal.dk/Product/WBXCT300NT
https://www.adiglobal.dk/Product/WBXCT200SS
https://www.adiglobal.dk/Product/WBXCT400SS
https://www.adiglobal.dk/Product/WBXCT200BK
https://www.adiglobal.dk/Product/WBXCT200NT
https://www.adiglobal.dk/Product/WBXCT300BK
https://www.adiglobal.dk/Product/WBXCT300NT
https://www.adiglobal.dk/Product/WBXCT200SS
https://www.adiglobal.dk/Product/WBXA4DOCR
https://www.adiglobal.dk/Product/WBXA4DOCW
https://www.adiglobal.dk/Product/WBXDOCKEY?criteria=WBXDOCKEY
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13  |  Kabinetter, værktøj og hardware

Tool Screwdriver CPLUS 
Stubby Phillips D

WBXSC1.0/25PH

Tool Screwdriver CPLUS 
Ins Slotted Drive

WBXSC2.5/75SLVDE

Tool Screwdriver CPLUS 
Stubby Slotted Dr

WBXSC6.5/25SL

Tool Screwdriver 7 Pc 
CPLUS 1000v Set Vd

WBXSCSET7PCVDE

Tool Screwdriver  
31 Piece Bit Set

WBX31PCSET

Voltage Tester, 150-250V 
Short 3x140 mm

WBXSC3.0/140TESTER

160 mm 1000V Diagonal 
Cutter (VDE)

WBXCU161VDE

160 mm 1000V Long Nose 
Pliers (VDE)

WBXLN160VDE

180 mm 1000V  
Combination Pliers (VDE)

WBXPL180VDE

6 Piece Foldup Hexagon 
Key Set

WBXHEX6PC

250 mm 1000V Water 
Pump Pliers

WBXADJPL250VDE

Tool Screwdriver CPLUS 
Ins Slotted Drive

WBXSC4.0/100SLVDE

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobaldistribution.co.uk/Product/WBXSCSET7PCVDE
https://www.adiglobal.dk/Product/WBXSC1.0Slash25PH
https://www.adiglobal.dk/Product/WBXSC2.5Slash75SLVDE
https://www.adiglobal.dk/Product/WBXSC6.5Slash25SL
https://www.adiglobal.dk/Product/WBXSCSET7PCVDE?criteria=WBXSCSET7PCVDE
https://www.adiglobal.dk/Product/WBXSCSET7PCVDE?criteria=WBX31PCSET
https://www.adiglobal.dk/Product/WBXSC3.0Slash140TESTER
https://www.adiglobal.dk/Product/WBXCU161VDE
https://www.adiglobal.dk/Product/WBXLN160VDE
https://www.adiglobal.dk/Product/WBXHEX6PC
https://www.adiglobal.dk/Product/WBXPL180VDE
https://www.adiglobal.dk/Product/WBXADJPL250VDE
https://www.adiglobal.dk/Product/WBXSC4.0Slash100SLVDE
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13  |  Kabinetter, værktøj og hardware

Mini Hacksaw- 260 mm

WBXHACKSAW260

Hacksaw in-Handle Fixing 
System 430 mm

WBXHACKSAW430

Wallboard Saw  
(160 mm Cutting Mouth)

WBXSAW160

Mini Hacksaw Blades,  
for J36-150) 10 PC

J36-R

Hacksaw Blades HSS  
Bi-Metal-18TPI 10 PC

J35-18B

Tape Measure,  
Inch/Metric 5M-16ft

WBXTAPE5M

Non-Cont AC Voltage 
Detector max. 1000V

WBXAC-DETECTOR

7 Piece Ball End Hex L 
Key Set Long Arm

WBXHEX7PCL

C-Pro Snap-Off Knife  
- 18 mm

WBXKSNAP-KNIFE18

Safety Trimming Knife 
(Trapezoid Blade)

WBXSAFETY-KNIFE

Trapezoid Trimming Knife 
Blade - 10pc

J47-R

1 ÅR GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/J36DashR
https://www.adiglobal.dk/Product/WBXHACKSAW260
https://www.adiglobal.dk/Product/WBXHACKSAW430
https://www.adiglobal.dk/Product/WBXSAW160
https://www.adiglobal.dk/Product/J35Dash18B
https://www.adiglobal.dk/Product/WBXTAPE5M
https://www.adiglobal.dk/Product/WBXACDashDETECTOR
https://www.adiglobal.dk/Product/WBXHEX7PCL?criteria=WBXHEX7PCL
https://www.adiglobal.dk/Product/WBXKSNAP-KNIFE18?criteria=WBXKSNAP-KNIFE18
https://www.adiglobal.dk/Product/WBXSAFETYDashKNIFE
https://www.adiglobal.dk/Product/J47-R
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13 |  Kabinetter, værktøj og hardware

RG59 Crimp Tool

WBXBNCCRIMP

RG59 3 Blade Stripper

WBXRG59STIP

RJ45 Tester

WBXCATBTESTER

• 2 Piece set

• Check continuity of RJ11& RJ45 cable quickly

• LED status display

• Slow and fast test switch

• Simple to use

• Coaxial cable stripper

• For RG58/RG59/RG6

• 3 blades

Internal Sounder with Strobe 
and Tamper Protection

ADIINT110

• White lens

• Dimensions: 140 x 85 x 32mm

Tape PVC 19mm x 20m
• Insulation tape

• 1pc

• PVC

WBXTAPEW         White

RJ45 Crimp Tool

WBXRJ45CRIMP

• RJ crimp tool

• RJ45/RJ12/RJ11

• With cable 

cutter & stripper

Intruder Fuse Kit -  
18 Fuses X 5

WBXFUSEKIT

Intruder Resistor Kit  
9 Resistors X 30

Relay Multi Purpose Relay 8a 12/24V

WBXVHLR1224

• Relay

• Board Only

• 12 / 24V Operation

• Multi Purpose

WBXRESKIT

1 ÅR GARANTI

https://www.adiglobal.dk/Product/WBXTAPEW
https://www.adiglobal.dk/Product/WBXBNCCRIMP
https://www.adiglobal.dk/Product/WBXFUSEKIT
https://www.adiglobal.dk/Product/WBXRESKIT
https://www.adiglobal.dk/Product/WBXRG59STIP
https://www.adiglobal.dk/Product/WBXCATBTESTER
https://www.adiglobal.dk/Product/WBXRJ45CRIMP
https://www.adiglobal.dk/Product/WBXVHLR1224
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14  |  Videotilbehør

HD Ground Loop Isolator

WBXGLIHD

• Compatible with all HD-TVI, HD-CVI, AHD & CVBS analog cameras

• BNC male to BNC female with mini 20cm RG 59 coaxial pigtail lead 

on both sides.

• Passive, No power supply required

• Prevents video-signal distortion 

caused by video ground loops

Cabinet Lockable Dvr Enclosure 
445 x 404 x 120mm

WBXLDVR1

• Secure Cabinet

• Suites DVR or NVR 

• External 445 x 404 x 120mm

• Internal 400 x 400 x 91mm

• 6.0kg 

Cabinet Lockable Dvr Enclosure 
540 x 510 x 124mm

WBXLDVR2

WBXLDVRKEY

• Spare Key

• Pack of 2

HD Video Balun, Dual Pack 1 X PIG  
1 X STD No Surge 5 MP

WBXHDBP1

• 720/960P/1080P,3MP/4MP/5MP

• HD-CVI/AHD/TVI/CVBS

• Pack: pair

Hd Video Balun with Power  

WBXHDBPV1

• HD Balun

• UTP

• Power & Video

• Up to 200m

• 12V Dc

HD Video Balun with Power over Coax

WBXHDPOCB1

• Secure Cabinet

• Suites DVR or NVR 

• External 540 x 510 x 124mm

• Internal 510 x 478 x 103mm

• 7.9g 

• HD Balun

• Power over Coax

• TVI, CVI, AHD & CVBS

• 4k Resolution

3 ÅRS GARANTI

BEGRÆNSET LIVSTIDSGARANTI

https://www.adiglobal.dk/Product/WBXGLIHD
https://www.adiglobal.dk/Product/WBXHDBP1
https://www.adiglobal.dk/Product/WBXHDBPV1
https://www.adiglobal.dk/Product/WBXGLIHD
https://www.adiglobal.dk/Product/WBXHDPOCB1
https://www.adiglobal.dk/Product/WBXLDVRKEY
https://www.adiglobal.dk/Product/WBXLDVR2
https://www.adiglobal.dk/Product/WBXLDVR1
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